
Carrying capacity: 

Installation:

Material:

Weight:

Use:

Compatible with:

1,04 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines. 

Can be combined with eyebolt M12 - 50110.

Vertical pressure 304 kg in a medium clay soil when the screw is 600mm into the ground. 

The strength is only indicative.

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 19mm.

Steel tube ø21x2.6 mm S235, Galvanized according to DIN EN ISO 1461.

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
21.3x2.6-600 - M12

L No.
50109

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK



Carrying capacity: 

Installation:

Material:

Weight:

Use: 

Compatible with:

1,27 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.  

Can be combined with eyebolt M12 - 50110.

Vertical pressure 353 kg in a medium clay soil when the screw is 750mm into the

ground. The strength is only indicative.

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 19mm.

Steel tube ø21x2.6 mm S235, Galvanized according to DIN EN ISO 1461.

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
Ø21 x 750 mm - M12

L No.
50101

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK



Carrying capacity:

Installation:

Material:

Weight:

Use: 

Compatible with:

1,68 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M12 - 50110.

Vertical pressure 436 kg in a medium clay soil when the screw is 1000mm into the

ground. The strength is only indicative.

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 19mm.

Steel tube ø21x2.6 mm S235, Galvanized according to DIN EN ISO 1461.

PRODUCT DATA SHEET

BAYO.S GROUND SCREW 
Ø21 x 1000 mm - M12

L No.
50102

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK



Carrying capacity:

Installation:

Material:

Weight:

Use: 

Compatible with: 

1,96 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M12 - 50110.

Vertical pressure 504 kg in a medium clay soil when the screw is 1200mm into the

ground. The strength is only indicative.

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 19mm.

Steel tube ø21x2.6 mm S235, Galvanized according to DIN EN ISO 1461.

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
Ø21 x 1200 mm - M12

L No.
50103

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK



Carrying capacity:

Installation:

Material:

Weight:

Use: 

Compatible with:

1,88 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M20 - 50111.

Vertical pressure 525 kg in medium clay soil when the screw is 600mm into the ground.

The strength is only indicative..

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 30mm.

Steel tube ø34x3 mm S235, Galvanized according to DIN EN ISO 1461.

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
Ø34 x 600 mm - M20

L No.
50105

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK



Carrying capacity:

Installation:

Material:

Weigjt:

Ise: 

Compatible with:

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
Ø34 x 750 mm - M20

L No.
50106

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK

2,22 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M20 - 50111.

Vertical pressure 523 kg in a medium clay soil when the screw is 750mm into the

ground. The strength is only indicative.

+1000 Nm Impact Wrench in hard ground + hexagonal impact socket 30mm.

Steel tube ø34x3 mm S235, Galvanized according to DIN EN ISO 1461.



Carrying capacity:

Installation:

Material:

Weight:

Use:  

Compatible with :

PRODUCT DATA SHEET

BAYO.S GROUND SCREW 
Ø34 x 1000 mm - M20

L No.
50107

HOBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK

3,02 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M20 - 50111.

Vertical pressure 611 kg in a medium clay soil when the screw is 1000mm into the

ground. The strength is only indicative.

+1800 Nm Impact Wrench in hard ground + hexagonal impact socket 30mm.

Steel tube ø34x3 mm S235, Galvanized according to DIN EN ISO 1461.



Carrying capacity:

Installation:

Material:

Weight:

Use:  

Compatible with:

PRODUCT DATA SHEET 

BAYO.S GROUND SCREW 
Ø34 x 1200 mm - M20

L No.
50108

OBBY
LIGHTWEIGHT
GROUND SCREW

WWW.BAYOSYSTEM.DK

3,42 kg (+ 3% - 8% tolerance) 

Outdoor construction projects such as terraces, green houses, shelters, trampolines.

Can be combined with eyebolt M20 - 50111.

Vertical pressure 699 kg in a medium clay soil when the screw is 1200mm into the

ground. The strength is only indicative.

+1800 Nm Impact Wrench in hard ground + hexagonal impact socket 30mm.

Steel tube ø34x3 mm S235, Galvanized according to DIN EN ISO 1461.



PRODUCT DATA SHEET 

BAYO.S  
EYEBOLT M12

T
ACCESSORIES

WWW.BAYOSYSTEM.DK

Installation: 

Weight:

Use:

Compatible with:

0,177 kg (+ 3% - 8% tolerance) 

The eyebolt can be used to anchor trampolines, wind sails, tents and other light constructions.

Can be combined with BAYO.S ground screws from the leightweight assortment.

By hand.

Steel S235, Galvanized according to DIN EN ISO 1461Material:

No.
50110



Installation: 

Weight: 

Ise: 

Compatible with:

PRODUCT DATA SHEET 

BAYO.S 
EYEBOLT M20

T
ACCESSORIES

WWW.BAYOSYSTEM.DK

0,457 kg (+ 3% - 8% tolerance) 

The eyebolt can be used to anchor trampolines, wind sails, tents and other light constructions.

Can be combined with BAYO.S ground screws from the leightweight assortment Ø34.

By hand.

Steel S235, Galvanized according to DIN EN ISO 1461Material:

No.
50111




